
Excitation • Vibration Measurement System

Sensor Sensor Cable Conversion Adapter Amplifier Signal Cable Analyzer

NP-3331B     NP-3331N20★
     /3331N30

NP-500/600★
NP-3000 Series

NP-3110/
3412/3414/3418

10-32 (miniature) 
connector

M3 (micro) 
connector

3-56 Plug 
connector

NP-3211

NP-3310

Note: Select the cable according to the sensor’s 

SR-2210
2-ch sensor amplifier*1

CF-0512★
Filter and envelope converter*1

NP-0021 is provided as standard accessory

2

1

PS-1300
3-ch sensor amplifier*1

Extension cable

Extension cableAttached cable Branch cable

NP-0213: 5 m
NP-0214: 10 m

10-32 (miniature) 
connectors

C02 type (BNC) 
connector

C02 type (BNC) 
connector

AU-2100★/2300★

AU-2100
★
+AU-3100

★
/3200

★
+AU-2300

★
 *1

Signal processing unit

NP-0222: 3 m

MX-100 Series

BNC connector

NP-0021
Miniature / BNC 

conversion adapter

NP-0081N10★
  /0081/N20

TEDS adapter*2

NP-3000/7000 Series (Built-in preamplifier type)

Models with ★

NP-0232: 3 m

(                                          )

TEDS

NP-3572
     /3574

    NP-3576N10★
     /3578N10★

     /3576N20
     /3578N20

* The cable NP-0172A is provided with NP-3211 as 

* The cable is provided with NP-3110 as 

Extension cable
NP-0243: 6 m

Conversion cable

NP-0262  3 m

NP-3560A★NP-3560B

10-32 (miniature) 
connectors

C02 type (BNC) 
connector

NP-0252  3 m

Mini 4-pin connector
C02 type (BNC) 
connector

NP-3550

NP-0272/0273/0274

NP-3564N10

Extension cable
NP-0313: 5 m
NP-0314: 10 m

10-32 (miniature) 
connectors

C02 type (BNC) 
connectorCZ663

NP-0332

CZ663

NP-0322

(1) Voltage input (C02 BNC connector)              (2) Sensor input (C02 BNC connector)*1

*1: Can not be used with the NP-500  series. (There are some exceptions)
*2: Connects TEDS amplifier and the sensor which is not applicable to TEDS.

Sensor Sensor Cable Conversion Adapter Charge Amplifier Signal Cable Analyzer

NP-2000 Series (Charge output type)

NP-2000 Series

NP-0162 Signal cable for NP-2710
(3m, provided as standard)

NP-2110

Note: Select the cable according to the sensor's operating 
temperature range.

Directly-attached cable (3 m)

NP-2106

10-32 (miniature) connector

M3 (micro) connector

Note: The cable is provided with NP-2910 as standard accessory.

1

2

MX-100 Series

BNC connector

CF-9200/9400 DR-7100 O-Solution & DS-5000

*1*1

VC-2200/3200

TEDS TEDS TEDS TEDS TEDS

CF-4700

*1
21 21 21

GK Series

Analyzers

CH-6130/6140

Impulse Hammer Cable AmplifierConversion Adapter Analyzer

Signal cable (3 m, provided as standard) 
or GK-0122 (3 m, sold separately)
or MX-100 series (sold separately)

GK-0122 (3 m, sold separately)
or MX-100 series (sold separately) 

GK-0132 (3 m, provided as standard)

Plastic handle Directly-attached cable
NP-0021

GK-4110G20

GK-3100

GK-2110

Sensor amplifier

SR-2210

*Exclusive power supply unit (sensor amplifier) 
is provided as standard for GK-3100.
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NP-2710

NP-2910

NP-2506

CH-1200A

Aluminum handle

NP-0733 NP-0732  5 m   0.4 m  0.35 m

NP-0734  10 m

NP-7320N10


